Inductor - Ferrite Bar

(without Heat-shrinkable Tube)

}
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® General purpose inductors s 3 | | w § §
® Magnet wire wound over ferrite bar g é | | It :
e High saturation current g = & ‘-

® Tinplated leads
e Coated with varnish
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Left Wound Standard Right Wound
Type Type Type
it T Inductance | Resistance | Current Dimensions (mm)

(LH) (mQY) (A) A B C Leads
ASN-FI-041006-1R0 1 8 7.5 4 10 6 0.7
ASN-FI-041007-1R2 1.2 9 7.5 4 10 7 0.7
ASN-FI-041009-1R5 1.5 11 7 4 10 9 0.7
ASN-FI-041507-1R8 1.8 9 7 4 15 7 0.7
ASN-FI-041508-2R2 2.2 10 6.5 4 15 8 @0.7
ASN-FI-041509-2R7 2.7 12 6 4 15 9 0.7
ASN-FI-041511-3R3 3.3 14 5.5 4 15 11 0.7
ASN-FI-041513-3R9 3.9 15 5.5 4 15 13 0.7
ASN-FI-042011-4R7 4.7 15 55 4 20 11 0.7
ASN-FI-042013-5R6 5.6 16 5.5 4 20 13 0.7
ASN-FI-042016-6R8 6.8 19 5.5 4 20 16 0.7
ASN-FI-042018-8R2 8.2 20 55 4 20 18 0.7
ASN-FI-042518-100 10 21 5.5 4 25 18 0.7
ASN-FI-042521-120 12 24 5.5 4 25 21 0.7
ASN-FI-043021-150 15 25 5.5 4 30 21 0.7
ASN-FI-043025-180 18 27 5 4 30 25 0.7
ASN-FI-043026-220 22 40 4 4 30 26 @0.65
ASN-FI-043027-270 27 44 3.5 4 30 27 0.6
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